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IntroductIon
Some good reasons to use SMARTr products

G.I. conduItS

SMARTr BS4568 : PT1 : 1970 Class 4, IEC 61386-21 : 2004
IEC60614 - 2 - 1 : 1993, BS EN 50086 - 2 -1 : 1996

SMARTr BS4568 : PT1 : 1970 Class, IEC 61386-21 : 2004
IEC 60614 - 1 - 2 : 1993, BS EN 50086 - 2 - 1 : 1996

SMARTr BS31 : 1940 Class 3

Manufacturing Process Flow Chart of Hot-dipped 
Galvanized conduit

Cable Capacities of conduits
Straight runs not exceeeding 3 metres in length
Straight runs exceeding 3 metres in length or runs of any length
Spacing of support for conduits

FIttInGS And AcceSSorIeS

Boxes, circular Small 
Terminal Box 1 way
Through Box 2 ways
Angle Box 2 ways
Tee Box 3 ways
Cross Box 4 ways
Branch ‘Y’ Box 3 ways
Twin Thru ‘U’ Box 2 ways
Twin Thru ‘H’ Box 4 ways

Boxes, circular Large
Terminal Box 1 way
Through Box 2 ways
Angle Box 2 ways
Tee Box 3 ways
Cross Box 4 ways

Boxes circular, Special deep

extension ring
Circular Box Extension Ring

covers
Circular cover - Small / Large
Dome Lid
Ball and Socket

Bends, elbows and tees
Inspection Elbow
Inspection Tee
Inspection Bend
Solid Bend
Solid Long Bend

couplings
Coupling
Screwless coupling
Flange coupling
Short nipple

conduit Fittings
Spacer Bar Saddles
Plain Saddles
Half Saddles
Heavy Duty - Distance Saddles
Kon-Clip
Conduit Pipe Clamp

reducers, Plugs
Conduit Reducer
Stopping Plug

Bushings
Short Male Bush
Long Male Bush
Short Female Bush
Long Female Bush

Locknuts
Locking Ring
Locknut

KnocK-out And AdAPtABLe BoXeS

Knockout Boxes (Switch and Socket boxes)
1 Gang KO Box (BS4662 & Normal)
2 Gang KO Box (BS4662 & Normal)

Knockout Boxes with “Fish tail”
1 Gang KO Box with Fish tail 
2 Gang KO Box with Fish tail

Steel Adaptable Boxes

FLeXIBLe conduIt SyStem 
And AdAPtorS

Flexible conduits 
Steel Flexible conduit
PVC Coated Galvanized conduit
Low Smoke Zero Halogen (LSOH)
Stainless Steel Flexible
Liquid Tight Flexible conduit

Flexible Conduit System and Adaptors Selection Chart

Adaptors
Brass Adaptor with Retaining screw
Brass Adaptor without Retaining screw
Nickel Plated adaptor
Nickel Plated adaptor Swivel type (3 pcs)
Nickel Plated adaptor Smooth Entry
Liquid Tight Adaptor

mecHAnIcAL SuPPort SyStem

Standard Strut channels
41x41 Plain/Slotted
41x21 Plain/Slotted
41x41 Back to Back
41x21 Back to Back

threaded rods
rod coupler
drop In Anchor
Spring nuts
Beam clamps
Bolts, nuts and Washers 

e.m.t. conduItS & FIttInGS

American Standard electrical metallic tubing
Dimension
Application Tolerances of E.M.T. Conduits
Features of E.M.T. Conduit

e.m.t. Fittings
E.M.T. Couplings
E.M.T. Elbows
E.M.T. Strap
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IntroductIon

SMARTr® range of conduit product is OEM manufactured by PEX 

International Pte Ltd an ISO 9001 – 2000 Singapore Company 

established since 1996.

Products available in this catalogue are manufactured to the highest 

quality according to the relevant standards mention.

In order to maintain product consistency, the company employs 

a strict set of QC discipline and procedures that are implemented 

at various stages of manufacturing program, from raw material 

selection through the inspection process, ensuring clients are fully 

satisfied when they receive a shipment of our finish product.

As a result of the company’s quality policy, SMARTr ® products are 

confidently and widely installed in major projects throughout 

Singapore and major export markets.

Some advantages of using SmArtr® conduits are:
 High quality mild steel ensures a conduit with superior bending 

 and forming properties.

 Manufactured by cold forming and high frequency welding.

 Dimensionally accurate and uniform quality in all aspect.

 Each length of conduits is distinctly marked by embossed or 

 silk screening.

 Conduits are pack in small individually wrapped easier to handle 

 bundles and plastic capped to protect thread from damage.

 Master bundles are double wrapped and securely bundled for 

 shipment and storage protection.

SmArtr® product range includes: 
 Full ranges of British standard steel conduit, conduit fittings, 

 accessories, flexible conduit, Adaptable boxes & switches boxes, 

and standards covering both BS31 & BS4568 of both class, class 4 

and Epoxy Powder coated finishing.

 EMT conduit & fittings to UL979-2000, CSA C22.2, ANSI C80.3-

2005, conduits are available Pre-Galvanized or Zinc coated HDG.

 A practical and cost effective range of SMARTr® Struts, Angle Bars, 

 Thread Rods, Pipe Clamps & Conduit Hangers.

contAct uS At:

PeX International Pte Ltd
17 Link Road, 
Singapore 619034

Tel: 65 62736606
Fax: 65 62716606
Web: www.pexint.com
e-mail: export@pexint.com
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cHArActerIStIcS

• Zinc-coated on the exterior and interior of conduit surface (Class 4)
• Supplied with one standard coupler per length
• Hot-Dipped Galvanized to BS EN ISO 1461 (Class 4)
• Metric size threadings
• Smooth interior for easy cable pulling

APPLIcAtIonS (class 4)

• Suitable for outdoor use which requires high levels of corrosion protection
• Recommended for use in areas with high humidity, chemical plants, etc.

cHArActerIStIcS

• Medium Corrosion protection on the exterior surface and medium 
 corrosion protection on the interior surface of the conduit
• Supplied with one standard coupler per length
• Imperial size threadings

cHArActerIStIcS

• Supplied in various standards according to project’s  
 requirement
• Heavy surface corrosion protection
• Epoxy powder coated finishing provides excellent  
 impact and scratch resistence
• Conduits are bendable without affecting the   
 performance outlook
• Reduce cost of manpower needed for manual   
 painting and no space costraint
• Supplied both ends threaded with one standard socket  
 on one end

APPLIcAtIonS

• Suitable for indoor and outdoor areas
• Colours to differentiate the types of M & E services

Heavy Class 4 Protection
Zinc Coated (Outside)

Class 3 Protection
(Outside)

Heavy Class 4 Protection
Zinc Coated (Inside)

Class 3 Protection 
(Inside)

class of Surface 
Protection

nominal Size Item code
outside diameter nominal 

thickness
Length w/o 

coupling
no. of Lengths 

per Bundle
no. of Bundles 

per Lift
Length

per Bundlemin max

 cLASS 4

20mm CP-20-4-SMTR 19.7mm 20.0mm 1.6 ±0.15mm 3.75metres 10 20 200

25mm CP-25-4-SMTR 24.6mm 25.0mm 1.6 ±0.15mm 3.75metres 10 20 200

32mm CP-32-4-SMTR 31.6mm 32.0mm 1.6 ±0.15mm 3.75metres 5 20 100

38mm CP-38-4-SMTR 37.6mm 38.0mm 1.8 ±0.15mm 3.75metres 5 10 50

50mm CP-50-4-SMTR 49.6mm 50.0mm 1.8 ±0.15mm 3.75metres 5 10 50

cLASS 3

20mm CP-20-3-SMTR 19.7mm 20.0mm 1.6 ±0.15mm 3.75metres 10 20 200

25mm CP-25-3-SMTR 24.6mm 25.0mm 1.6 ±0.15mm 3.75metres 10 20 200

32mm CP-32-3-SMTR 31.6mm 32.0mm 1.6 ±0.15mm 3.75metres 5 20 50

BS 4568 cLASS 3 & cLASS 4 conduit
Iec 61386 - 21 : 2004, Iec 60614 - 2 - 1 : 1993, BSen50086 - 2 - 1 : 1996

BS31 : 1940 (cLASS 3)

Standards Size model no.
Length w/o 

coupling
no. of Lengths 

per Bundle
no. of Lengths 

per Lift

BS 31 : 1940 (cLASS 3)

20mm CP-20-4-E 3.75metres 10 20

25mm CP-25-4-E 3.75metres 10 20

32mm CP-32-4-E 3.75metres 5 20

BS4568 : Pt1 : 1970
BS en 61386 - 21 - 2004
(cLASS 4)

20mm CP-20-3-E 3.75metres 10 20

25mm CP-25-3-E 3.75metres 10 20

32mm CP-32-3-E 3.75metres 5 20

BS4568 : Pt1 : 1970
BS en 61386 - 21 - 2004
(cLASS 3)

3/4” CP-34-E 3.75metres 10 20

1” CP-1-E 3.75metres 10 20

1 1/4” CP-114-E 3.75metres 5 20

ePoXy PoWder coAted conduItS
BS4568 : Pt1 : 1970, BS en 61386 - 21 : 2004, BS31 : 1940

note:  Colours are quoted to client’s given colour code/sample and supplied in bulk orders of minimum 200 lengths per size.

class of Surface 
Protection

nominal Size Item codevvv
outside diameter nominal 

thickness
Length w/o 

coupling
no. of Lengths 

per Bundle
no. of Lengths 

per Liftmin max

cLASS 3

3/4” CP-34-SMTR 18.8mm 19.1mm 1.6 ±0.15mm 3.75metres 10 20

1” CP-1-SMTR 25.1mm 25.4mm 1.6 ±0.15mm 3.75metres 10 20

1 1/4” CP-114-SMTR 31.5mm 31.8mm 1.6 ±0.15mm 3.75metres 5 20

APPLIcAtIonS

• Suitable for indoor and  
   semi outdoor areas

note:  1 1/2” & 2” conduit are available on request.
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cABLe cAPAcItIeS oF conduIt

The following table give guidance on the calculation of the number  of single-
core p.v.c insulated cables which can be located in various sizes of conduit.

The tables deal with two particular cases.
1. Single-core p.v.c insulated cables in straight runs not exceeding 3   
metres in length.
2. Single-core p.v.c insulated cables in straight runs exceeding 3   
metres in length or in runs of any length with bends or sets.

StrAIGHt runS not eXceedInG 3 metreS In LenGtH

For each type of cable being used obtain the cable factor from Table 1.  Sum all 
the cable factors and compare with the conduit factors given in Table 2.

The conduit sizes which will accommodate the cables are those with a conduit 
factor equal to or greater than the sum of the cable factors.

table 1 & 2 Cable factors for short straight runs.  These tables are based on the 16th edition 
of the I.E.E Wiring Regulations Appendix 12.

table 4 Cable factors for runs incorporating bends.

table 3 Cable factors for 
long straight runs, or runs 
incorporating bends.

This table is based on the 16th edition of the I.E.E Wiring Regulations Appendix 11.
These tables are for guidance only and account needs to be taken of future wiring needs.

StrAIGHt runS eXceedInG 3 metreS In LenGtH or runS oF Any 
LenGtH IncorPorAtInG BendS or SetS

For each type of cable being used obtain the cable factor from Table 3.

Sum all the cable factors and compare with the conduit factor given in Table 4 
for the relevent length of run and the number of bends and sets in that run.

The conduit sizes which will accommodate the cables are those with a conduit 
factor equal to or greater than the sum of the cable factors.

SPAcInG oF SuPPortS For conduItS

The following table gives guidance on the spacing of supports for conduit.

type of 
conductor

conductor
cross-sectional 

Area mm2
Factor

Solid
1

1.5
2.5

22
27
39

Stranded

1.5
2.5
4
6

10

31
43
58
88

146

nominal Size
of conduit

mm

maximum distance Between Supports

Horizontal runs
m

Vertical runs
m

16mm
17mm - 25mm
26mm - 40mm

Over 40mm

0.75
1.75
2.0

2.25

1.0
2.0

2.25
2.5

type of 
conductor

conductor
cross-sectional 

Area mm2
Factor

Solid
or

Stranded

1
1.5
2.5
4
6

10

16
22
30
43
58

105

conduit dia 
mm Factor

16
20
25
32

290
460
800

1400

Length of run 
metres

conduit diameter (mm)

16 20 25 32 16 20 25 32 16 20 25 32 16 20 25 32 16 20 25 32

Straight one Bend two Bends three Bends Four Bends

1

Covered by Tables 1 & 2

188 303 543 947 177 286 514 900 158 256 463 818 130 213 388 629

1.5 182 294 528 923 167 270 487 857 143 233 422 750 111 182 333 600

2 177 286 514 900 158 256 463 818 130 213 388 692 97 159 292 529

2.5 171 278 500 878 150 244 442 783 120 196 358 643 86 141 260 474

3 167 270 487 857 143 233 422 750 111 182 333 600

3.5 179 290 521 911 162 263 475 837 136 222 404 720 103 169 311 563

mAnuFActurInG FLoW ProceSS oF Hot-dIPPed 
GALVAnIzed conduIt (cLASS 4)
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marking :  SMARTr®
material :  Malleable Iron - BS4568 : PT2 : 1970 IEC 61386 - 21 - 2004
Finish :  Hot-Dipped Galvanized to BS EN ISO 1461
note :  BS31 boxes available in cast iron & galvanized finish
    BS4568 boxes can be ordered in cast iron & galvanized finish

note:
• Boxes come with tapped hole at base for earthing screw
• Covers and fixing screws are supplied separately
• ¾” or 1” fittings are used for BS31 conduits (Imperial Threads)
• 20mm or 25mm fittings are used for BS4568 conduits (Metric Threads)

Sizes conduit

   20mm        Min 25mm deep, Tapped
                        M4 at 50.8mm centres       BS4568   CL3 / CL4

   25mm        Min 28mm deep, Tapped
                        M4 at 50.8mm centres       BS4568   CL3 / CL4

          ¾”         Min 25mm deep, Tapped
                        2BA at 50.8mm centres       BS31   CL3

           1”         Min 28mm deep, Tapped
                        2BA at 50.8mm centres       BS31   CL3

Item code SIze PAcK Qty (PcS)

CF-20-1W-SMTR 20mm 100

CF-25-1W-SMTR 25mm 100

CF-34-1W-SMTR 3/4” 100

CF-1-1W-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-2W-SMTR 20mm 100

CF-25-2W-SMTR 25mm 100

CF-34-2W-SMTR 3/4” 100

CF-1-2W-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-A-SMTR 20mm 100

CF-25-A-SMTR 25mm 100

CF-34-A-SMTR 3/4” 100

CF-1-A-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-3W-SMTR 20mm 100

CF-25-3W-SMTR 25mm 100

CF-34-3W-SMTR 3/4” 100

CF-1-3W-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-4W-SMTR 20mm 100

CF-25-4W-SMTR 25mm 100

CF-34-4W-SMTR 3/4” 100

CF-1-4W-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-Y-SMTR 20mm 100

CF-25-Y-SMTR 25mm 100

CF-34-Y-SMTR 3/4” 100

CF-1-Y-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-U-SMTR 20mm 100

CF-25-U-SMTR 25mm 100

CF-34-U-SMTR 3/4” 100

CF-1-U-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-H-SMTR 20mm 100

CF-25-H-SMTR 25mm 100

CF-34-H-SMTR 3/4” 100

CF-1-H-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-1W-H-SMTR 20mm 100

CF-25-1W-H-SMTR 25mm 100

CF-34-1W-H-SMTR 3/4” 100

CF-1-1W-H-SMTR 1” 100

BAcK outLet HoLe SIze

Size of Box Back-Hole diameter

20mm 20mm

25mm 25mm
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BoXeS - circular, Small

termInAL BoX - 1 WAy

termInAL BoX - 1 WAy WItH BAcK-HoLe croSS BoX - 4 WAyS

BrAncH ‘y’ BoX - 3 WAyS

tWIn tHru ‘u’ BoX - 4 WAyStHrouGH BoX - 2 WAyS

AnGLe BoX - 2 WAyS tWIn tHru ‘H’ BoX - 4 WAyS

tee BoX - 3 WAyS
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Item code SIze PAcK Qty (PcS)

CF-32-1W-SMTR 32mm 50

CF-114-1W-SMTR 1 1/4” 50

Item code SIze PAcK Qty (PcS)

CF-32-2W-SMTR 32mm 50

CF-114-2W-SMTR 1 1/4” 50

Item code SIze PAcK Qty (PcS)

CF-32-A-SMTR 32mm 50

CF-114-A-SMTR 1 1/4” 50

Item code SIze PAcK Qty (PcS)

CF-32-3W-SMTR 32mm 50

CF-114-3W-SMTR 1 1/4” 50

Item code SIze PAcK Qty (PcS)

CF-38-ER 38mm 100

CF-50-ER 50mm TBA

Item code SIze PAcK Qty (PcS)

CF-32-4W-SMTR 32mm 50

CF-114-4W-SMTR 1 1/4” 50

marking : SMARTr®
material : Malleable Iron - BS4568 : PT2 : 1970 IEC 61386 - 21 - 2004
Finish : Hot-Dipped Galvanized to BS EN ISO 1461

marking : SMARTr®
material : Malleable Iron - BS4568 : PT2 : 1970
Finish : Hot-Dipped Galvanized to BS EN ISO 1461

note:
• Boxes come with tapped hole at base for earthing screw
• Covers and fixing screws are supplied separately
• ¾” or 1” fittings (Imperial Threads)
• 20mm or 25mm fittings (Metric Threads)
• 60.3mm Internal Diameter
• Deep boxes available in 1-4 way and angle

SIzeS conduIt

   32mm        Min 37.5mm deep, Tapped
                        M4 at 71.5mm centres       BS4568   CL3 / CL4

   1 1/4”         Min 37.5mm deep, Tapped
                        M4 at 71.5mm centres       BS31  CL3

SIzeS Item code conduIt

20mm       Box Depth 62mm, Tapped
                    M4 at 50.8mm centres CF-20-2W-D-SMTR BS4568   CL3 / CL4

25mm      Box Depth 62mm, Tapped
                    M4 at 50.8mm centres CF-25-2W-D-SMTR BS4568   CL3 / CL4

3/4”           Box Depth 62mm, Tapped
                    2BA at 50.8mm centres CF-34-2W-D-SMTR BS31  CL3

1”               Box Depth 62mm, Tapped
                    2BA at 50.8mm centres CF-1-2W-D-SMTR BS31  CL3

material :  Malleable Iron
Finish :  Hot-Dipped Galvanized

38mm

note:
• Supplied with 50.0mm fixing centre holes (for small circular boxes)
• Suitable for increasing height of conduit boxes into deep pattern boxes
• Steel material are available in order
• Covers and screws not included

eXtenSIon rInGBoXeS - circular, Special deep

BoXeS - circular, Large
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termInAL BoX - 1 WAy

tHrouGH BoX - 2 WAyS

AnGLe BoX - 2 WAyS

cIrcuLAr BoX eXtenSIon rInG

tee BoX - 3 WAyS

croSS BoX - 4 WAyS

note:
• Boxes come with tapped hole at base for earthing screw
• Covers and fixing screws are supplied separately
• ¾” or 1” fittings are used for BS31 conduits (Imperial Threads)
• 20mm or 25mm fittings are used for BS4568 conduits (Metric Threads)
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Item 
code

SIze PAcK 
Qty (PcS)

CF-C-SMTR SMALL (For 20mm/25mm Boxes) 400

CF-C-32 LARGE (For 32mm Boxes) 500

Item code SIze PAcK Qty (PcS)

CF-DC-20-SMTR 20mm 200

CF-DC-25-SMTR 25mm 200

CF-DC-34-SMTR 3/4” 200

CF-DC-1-SMTR 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-IT-SMTR 20mm 100

CF-25-IT-SMTR 25mm 100

CF-32-IT-SMTR 32mm TBA

Item code SIze PAcK Qty (PcS)

CF-20-IB-SMTR 20mm 100

CF-25-IB-SMTR 25mm 100

CF-32-IB-SMTR 32mm TBA

Item code SIze PAcK Qty (PcS)

CF-20-BEND-SMTR 20mm 100

CF-25-BEND-SMTR 25mm 100

CF-32-BEND-SMTR 32mm TBA

Item code SIze PAcK Qty (PcS)

CF-20-LB-SMTR 20mm 150

CF-25-LB-SMTR 25mm 100

CF-32-LB-SMTR 32mm 50

CF-38-LB-SMTR 38mm 20

CF-50-LB-SMTR 50mm 20

Item code SIze PAcK Qty (PcS)

CF-20-BSC 20mm 100

CF-25-BSC 25mm 100

CF-34-BSC 3/4” 100

CF-1-BSC 1” 100

Item code SIze PAcK Qty (PcS)

CF-20-IE-SMTR 20mm 200

CF-25-IE-SMTR 25mm 100

CF-32-IE-SMTR 32mm 100

material :  Steel
Finish :  Plain Galvanized
thickness :  1.0mm/2.0mm

material :  Malleable Iron
Finish :  Hot-Dipped Galvanized

material :  Malleable Iron
Finish :  Hot-Dipped Galvanized

material :  Malleable Iron
Finish :  Hot-Dipped Galvanized
Angle :  90o

material :  Steel
Finish :  Hot-Dipped Galvanized
Angle :  90o

note:
• Screws are supplied separately
• Hot-dipped Galvanized available on order
• Suitable rubber gasket available on order

note:
• Steel material available on order
• With mounting holes 50.5mm centre use   
 for connecting flexible adaptors, hanging light  
 fittings, etc.

note:
• Lid and steel screws included
• SMARTr marking on cover

note:
• Lid and steel screws included
• SMARTr marking on cover

note:
• Supplied internal threaded

note:
• Special non-standard bends available in order
• Imperial threaded bends available in order
• Supplied external threaded c/w socket 

note:
• Supplied with 50.5mm fixing centre holes with  
 attached earth wire
• Also available in malleable iron material

note:
• Lid and steel screws included
• SMARTr marking on cover

marking : SMARTrTM

material : Malleable Iron
Finish : Hot-Dipped Galvanized

material : Steel
Finish : Galvanized

material : Malleable Iron
Finish : Hot-Dipped Galvanized

coVerS

BendS, eLBoWS And teeS

cIrcuLAr coVer - SmALL/LArGe

InSPectIon eLBoW

dome LId

InSPectIon tee

BALL & SocKet

InSPectIon Bend

SoLId Bend SoLId LonG Bend

FIttIn
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cceSSo
rIeS
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Item code SIze PAcK Qty (PcS)

CF-20-S-SMTR 20mm 1000

CF-25-S-SMTR 25mm 500

CF-32-S-SMTR 32mm 400

CF-38-S-SMTR 38mm TBA

CF-50-S-SMTR 50mm TBA

CF-34-S-SMTR 3/4” 1000

CF-1-S-SMTR 1” 500

CF-114-S-SMTR 1 1/4” 400

CF-112-S-SMTR 1 1/2” TBA

CF-2-S-SMTR 2” TBA

Item code SIze PAcK Qty (PcS)

CF-20-SN 20mm 1000

CF-25-SN 25mm 500

CF-32-SN 32mm 500

CF-34-SN 3/4” 1000

CF-1-SN 1” 500

CF-114-SN 1 1/4” 500

Item code SIze PAcK Qty (PcS)

CF-20-SB-SMTR 20mm 1000

CF-25-SB-SMTR 25mm 1000

CF-32-SB-SMTR 32mm 500

CF-38-SB-SMTR 38mm 400

CF-50-SB-SMTR 50mm 200

CF-34-SB-SMTR 3/4” 1000

CF-1-SB-SMTR 1” 1000

CF-114-SB-SMTR 1 1/4” 500

CF-112-SB-SMTR 1 1/2” 400

CF-2-SB-SMTR 2” 200

Item code SIze PAcK Qty (PcS)

CF-20-PS 20mm 2000

CF-25-PS 25mm 2000

CF-32-PS 32mm 1000

CF-38-PS 38mm 500

CF-50-PS 50mm 500

CF-34-PS 3/4” 2000

CF-1-PS 1” 2000

CF-114-PS 1 1/4” 1000

CF-112-PS 1 1/2” 500

CF-2-PS 2” 500

Item code SIze PAcK Qty (PcS)

CF-20-S-SMTR 3/4” 600

CF-25-S-SMTR 1” 500

CF-20-SC 20mm 600

CF-25-SC 25mm 500

Item code SIze PAcK Qty (PcS)

CF-20-FC 20mm 100

CF-25-FC 25mm 100

CF-32-FC 32mm 100

CF-34-FC 3/4” 100

CF-1-FC 1” 100

CF-114-FC 1 1/4” 100

note:
• Hot Dipped Galvanized available upon request
• Supplied with standard steel screws
• Brass or SS screws are optional
• Most suitable for connection of PVC conduit to Steel conduit

note:
• Complete with washer and male bush

note:
• Supplied with standard steel screws
• Brass or stainless steel screws optional

note:
• Hot dipped Galvanized available in order
• Larger size available in order

material :  Steel
Finish :  Plain Galvanized / HDG optional

material :  Steel
Finish :  Galvanized

material :  Steel
Finish :  Galvanized

marking : SMARTr®
material : Base - Steel
 : Strap - Steel
Finish : Galvanized (Standard)
   Hot-Dipped Galvanized (Optional)
Standard : BS4568 : Part 2 : 1970, BS31

material : Steel
Finish : Galvanized (Standard)

material :  Malleable Iron/Steel (optional)
Finish :  Hot-Dipped Galvanized

couPLInGS

conduIt FIXInGS

couPLInG

SHort nIPPLe

SPAcer BAr SAddLe PLAIn SAddLeS

ScreWLeSS couPLInG

FLAnGe couPLInG

FI
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Item code SIze PAcK Qty (PcS)

CF-20-HS 20mm 1000

CF-25-HS 25mm 1000

CF-32-HS 32mm 500

CF-34-HS 3/4” 1000

CF-1-HS 1” 1000

CF-114-HS 1 1/4” 500

Item code SIze PAcK Qty (PcS)

SSA-COND-CLAMP-20 20mm 500

SSA-COND-CLAMP-25 25mm 500

SSA-COND-CLAMP-32 32mm 100

SSA-COND-CLAMP-38 38mm 50

SSA-COND-CLAMP-50 50mm 50

Item code SIze PAcK Qty (PcS)

CF-R-20X25 20mm X 25mm 1000

CF-R-32X25 25mm X 32mm 500

CF-R-34X1 3/4” x 1” 1000

CF-R-1X114 1” x 1 1/4” 500

Item code SIze PAcK Qty (PcS)

CF-SP-20 20mm 1000

CF-SP-25 25mm 1000

CF-SP-32 32mm 250

CF-SP-34 3/4” 1000

CF-SP-1 1” 100

CF-SP-114 1 /4” 250

Item code SIze PAcK Qty (PcS)

CF-20-DS-SMTR 20mm 500

CF-25-DS-SMTR 25mm 500

CF-32-DS-SMTR 32mm 250

CF-34-DS-SMTR 3/4” 500

CF-1-DS-SMTR 1” 500

CF-114-DS-SMTR 1 1/4” 250

FInISH Item code SIze PAcK Qty (PcS)

Black Enamel CD-KC-K12 20mm 2000

CD-KC-K16 25mm 2000

CD-KC-K20 32mm 1000

HDG CF-KC-K20 20mm 2000

CF-KC-K25 25mm 2000

CF-KC-K32 32mm 1000

material :  Steel
Finish :  Galvanized

marking :  SMARTr®
material :  Steel
Finish :  Galvanized
     Hot-Dipped Galvanized (Optional)

material :  Alloy / Brass
Finish :  Plain Galvanized

material :  Alloy / Brass
Finish :  Plain

marking :  SMARTr®
material :  Base - Malleable Iron
  :  Strap - HDG Steelmaterial :  Steel

Finish :  Enamel Black /
     Hot-dipped Galvanized

note:
• Suitable for temporary installation of conduits / flexible conduit
• Hot-dipped galvanized available on order

note:
• Supplied with standard steel screws
• Brass or Stainless Steel screws optional
• Also suitable for use for Imperial (Inches Threads) size conduits
• Larger size pipe clamp available upon request

note:
• For conduit size reducing
• Other sizes of conduit reducing available upon request

note:
• Hexagonal stop plug to plug off unutilised sprouts on conduit junction boxes
• Large size also available upon request

note:
• Suitable for use when installing conduit in wet/hostile environment
• Supplied with standard steel screws
• Brass or Stainless Steel screws optional
• Spacing distance - 5mm

note:
• For installing conduit or cable onto threaded rod
• Also suitable for use for Imperial (Inches Threads) size conduits
• No brand marking on product

reducerS / PLuGS

HALF SAddLe

Kon cLIP

conduIt PIPe reducer

HeAVy duty - dIStAnce SAddLe

StoPPInG PLuG

conduIt PIPe cLAmP

8

conduIt FIXInGS
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Item code SIze PAcK Qty (PcS)

MB-20-N 20mm 2000

MB-25-N 25mm 1000

MB-32-N 32mm 1000

MB-38-N 38mm 720

MB-50-N 50mm 250

MB-34-N 3/4” 2000

MB-1-N 1” 1000

MB-114-N 1 1/4” 500

MB-112-N 1 1/2” 300

MB-2-N 2” 200

Item code SIze PAcK Qty (PcS)

FB-20-N 20mm 3000

FB-25-N 25mm 2000

FB-32-N 32mm 2000

FB-38-N 38mm 1000

FB-50-N 50mm 500

FB-34-N 3/4” 3000

FB-1-N 1” 2000

FB-114-N 1 1/4” 2000

FB-112-N 1 1/2” 1000

FB-2-N 2” 500

Item code SIze PAcK Qty (PcS)

MB-20-L 20mm 1000

MB-25-L 25mm 1000

MB-50-L 50mm 150

MB-34-L 3/4” 1000

MB-1-L 1” 1000

Item code SIze PAcK Qty (PcS)

FB-20-L 20mm 3000

FB-25-L 25mm 2000

FB-32-L 32mm 2000

FB-38-L 38mm 1000

FB-50-L 50mm 500

FB-34-L 3/4” 3000

FB-1-L 1” 2000

FB-114-L 1 1/4” 2000

FB-112-L 1 1/2” 1000

FB-2-L 2” 500

Item code SIze PAcK Qty (PcS)

CF-20-LR 20mm 2000

CF-25-LR 25mm 2000

CF-32-LR 32mm 1000

CF-38-LR 38mm TBA

CF-50-LR 50mm TBA

CF-34-LR 3/4” 2000

CF-1-LR 1” 2000

CF-114-LR 1 1/4” 1000

CF-112-LR 1 1/2” TBA

CF-2-LR 2” TBA

Item code SIze PAcK Qty (PcS)

ALLoy BrASS

CF-20-LN BF-LN-20 20mm 2000

CF-25-LN BF-LN-25 25mm 2000

CF-32-LN BF-LN-32 32mm 1000

CF-38-LN BF-LN-38 38mm TBA

CF-50-LN BF-LN-50 50mm TBA

CF-34-LN BF-LN-34 3/4” 2000

CF-1-LN BF-LN-1 1” 2000

CF-114-LN BF-LN-114 1 1/4” 1000

CF-112-LN BF-LN-112 1 1/2” TBA

CF-2-LN BF-LN-2 2” TBA

material :  Alloy / Brass

material :  Alloy / Brass material :  Alloy / Brass

material :  Alloy / Steel
Finish :  Galvanized

material :  Alloy / Brass

material :  Alloy / Brass
Finish :  Galvanized

note:
• For locking conduit to junction boxes note:

• For locking conduit to junction boxes
• Available in tinned finish

BuSHInGS

LocKnutS

SHort mALe BuSH 

LonG mALe BuSH 

SHort FemALe BuSH 

LonG FemALe BuSH 

LocKInG rInG LocK nut

9

Short male Bush

Long male Bush

Short Female Bush

Long Female Bush



BrItISH
 StA

n
d

A
rd

 SW
ItcH

 &
 So

cKet Bo
XeS / A

d
A

PtA
BLe Bo

XeS

StAndArd tyPe Item 
code

SIze (mm)

Width Length depth thickness

BS4662 : 1970 Normal Pattern KO-1-SMTR 75 75 35 1.1 ~ 1.2

Deep Pattern KO-1-D 75 75 47 1.1 ~ 1.2

Normal Pattern KO-1-S 75 75 35 0.8 ~ 0.9

Deep Pattern KO-1-D 75 75 47 0.8 ~ 0.9

StAndArd tyPe Item code SIze (mm)

Width Length depth thick-
ness

BS4662 : 1970 Normal Pattern
Welded Fishtail

KO-1-SMTR-FT 75 75 35 Min. 
1.1mm

StAndArd tyPe Item code SIze (mm)

Width Length depth thick-
ness

BS4662 : 1970 Normal Pattern
Welded Fishtail

KO-2-SMTR-FT 75 75 35 Min. 
1.1mm

StAndArd tyPe Item 
code

SIze (mm)

Width Length depth thickness

BS4662 : 1970 Normal Pattern KO-2-SMTR 135 75 35 1.1 ~ 1.2

Deep Pattern KO-2-D 135 75 47 1.1 ~ 1.2

Normal Pattern KO-2-S 135 75 35 0.8 ~ 0.9

Deep Pattern KO-2-D 135 75 47 0.8 ~ 0.9

marking :  SMARTr®
material :  Steel
Finish :  Plain Galvanized
     Hot-dipped Galvanized (on order)
  :  1 adjustable lug
  :  1 regulation earth terminal

marking :  SMARTr®
material :  Steel
Finish :  Hot-dipped Galvanized
Standard : 1 x fix regulation earth terminal
Features   8 x 20mm K.O. holes 
    c/w 2x welded Fish Tail

marking :  SMARTr®
material :  Steel
Finish :  Hot-dipped Galvanized
Standard : 1 x fix regulation earth terminal
Features   10 x 20mm K.O. holes
     c/w 4x welded Fish Tail

marking :  SMARTr®
material :  Steel
Finish :  Plain Galvanized
     Hot-dipped Galvanized (on order)
  :  1 adjustable lug
  :  1 regulation earth terminal

SMARTr “Fish Tail” K.O. Boxes are available in standard 35mm depth (normal pattern) with the 47mm deep pattern type are also available upon special order.  These 
boxes are designed with sets of “fish tails” welded to the boxes to withstand heavy duty areas like Tunnels and Civil defence bomb shelters amongst other applications.

SMARTr heavy duty adaptable boxes can be used as a junction box for installation with electrical conduits ranging from 20mm up to 150mm diameter. Boxes are 
supplied without knock out holes so as users can drill the required holes according to installation needs. The boxes can be supplied with a rubber gasket to improve the 
IP rating to IP54. It could also serve as an utility junction box for wiring connection purposes.

note:
• Available mixed 20mm & 25mm K.O. holes
• Plain lids available in order
• 100 pcs / carton

note:
• Plain lids available in order
• 100 pcs / carton

note:
• Plain lids available in order
• 50 pcs / carton

note:
• Supplied with Steel screws as standard
• Brass or Stainless steel screws optional
• Boxes are supplied plain without K.O. holes
• Boxes with K.O. holes can be supplied upon   
 special request with client’s dimensions
• Other size boxes are quoted upon request

note:
• Available mixed 20mm & 25mm K.O. holes
• Plain lids available in order
• 50 pcs / carton

KnocK-out BoXeS (SWItcH And SocKet BoXeS)

KnocK-out BoXeS WItH “FISH tAIL”

SteeL AdAPtABLe BoXeS

1 GAnG K.o. BoX

1 GAnG K.o. BoX - WItH “FISH tAIL”

2 GAnG K.o. BoX

2 GAnG K.o. BoX - WItH “FISH tAIL”

marking :  SMARTr®
IP rating :  IP40 / IP54

StAndArd Item code SIze (mm) PAcK Qty 
(PcS)

Width Length depth

BS4662 : 1970

CF-AD-75X75X35 75 75 35 50

CF-AD-100X100X50 100 100 50 50

CF-AD-100X100X75 100 100 75 40

CF-AD-150X150X75 150 150 75 20

CF-AD-225X225X75 225 225 75 10

CF-AD-300X300X75 300 300 75 5

Body
material :  Steel
     Malleable Iron (Optional)
Finish :  Plain Galvanized
     Hot-dipped Galvanized (Optional)

FLAt LId
material : Steel
Finish :  Plain Galvanized
     Hot-dipped Galvanized (Optional)

10
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note:
• Hot-dipped Galvanized Steel Flexible Conduit also available 
upon special request.

FLeXIBLe conduIt SyStem And AdAPtorS

Flexible material :  Electro-Galvanized Steel
Properties  :  Provides strong protection for cables
temp range :  -50 degC to +350 degC
IP rating  :  IP40
construction :  Highly flexible steel conduit offers excellent 
      mechanical protection
Features  :  Ideal for general wiring installations and provides 
      good flexible bending and vibration applications
Standard  :  BS731 (where applicable)

Flexible material :  Stainless Steel - 304 / 306
Properties  :  Provides strong protection for cables
temp range :  50 Deg C to +350 Deg C
IP rating  :  IP40
construction :  Highly flexible steel conduit offers excellent 
      mechanical & corrosion protection
Features  :  For special and heavy duty corrosive environment
Standard  :  BS731 (where applicable)

Flexible material :  Electro-Galvanized Steel
Jacket Properties :  Heat resistant, Low Smoke Halogen free
PVc color  :  Black
temp range :  -25 degC to +120 degC
IP rating  :  IP67 (When installed with suitable 
      water tight adaptors)
construction :  Flexible with LSOHPVC sheath
Features  :  Do not emit hazardous gases when heated 
      or in flames
Standard  :  IEC 61386 (where applicable)

Flexible material :  Electro-Galvanized Steel
Jacket Properties :  Excellent mechanical strength with flexible   
   capabilities. Thick PVC Jacket is resistant to oil,  
   acid and sea water 
PVc color  :  Black (Grey also available in specific order)
temp range :  -25 degC to +150 degC
IP rating  :  IP67 (When installed with suitable 
      water tight adaptors)
Standard  :  BS731 (where applicable)

Flexible material :  Electro-Galvanized Steel
Jacket Properties :  Heat retardant self extinguishing PVC sheath
PVc color  :  Black (White/Grey and other colors available   
      upon specific request.
temp range :  -25 degC to +120 degC
IP rating  :  IP67 (When installed with suitable water tight adaptors)
construction :  Galvanized steel core with enhanced low acid 
      PVC Sheath
Features  :  Highly flexible
Standard  :  BS731 / BS EN 50086 (where applicable)

SteeL FLeXIBLe conduIt

StAInLeSS SteeL FLeXIBLe conduIt

LoW SmoKe zero HALoGen (LSoH) coAted FLeXIBLe conduIt

LIQuId tIGHt FLeXIBLe conduIt

PVc coAted FLeXIBLe conduIt

11
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Spacing of supports for Flexible conduits

The table gives guidance on the spacing of supports for flexible conduits.

To comply with the requirements of the 16th Edition of the I.E.E. writing Regulation 
flexible conduits shall not be used as a protective conductor.

Available on Special order only:
Hot-Dipped Galvanized Flexible conduit / Stainless Steel 304 Flexible Conduit

deScrIPtIonS SIze Item code PAcKInG Per coIL IP rAtInG comPAtIBLe WItH 
AdAPtor’S codeS

Steel Flexible conduits

16mm FP-16-S-SMTR 100 FT 40

67

BA, BA-S, NPA, NPA-S, NPA-SS

LTA20mm FP-20-S-SMTR 100 FT

25mm FP-25-S-SMTR 100 FT

32mm FP-32-S-SMTR 100 FT

38mm FP-38-S-SMTR 50 FT

50mm FP-50-S-SMTR 50 FT

5/8” FP-58-S 100 FT

3/4” FP-34-S 100 FT

1” FP-1-S 100 FT

1 1/4” FP-114-S 100 FT

1 1/2” FP-112-S 50 FT

2” FP-2-S 50 FT

PVc coated G.I. Flexible conduits
(Imperial sizes available on order)

16mm FP-16-PC-SMTR 100 FT 40

67

BA, BA-S, NPA, NPA-S, NPA-SS

LTA20mm FP-20-PC-SMTR 100 FT

25mm FP-25-PC-SMTR 100 FT

32mm FP-32-PC-SMTR 100 FT

38mm FP-38-PC-SMTR 50 FT

50mm FP-50-PC-SMTR 50 FT

Liquid tight Flexible conduit
(Imperial sizes available on order)

16mm FP-16-PC-WT-SMTR 100 FT 40

67

NPA, NPA-S, NPA-SS

LTA20mm FP-20-PC-WT-SMTR 100 FT

25mm FP-25-PC-WT-SMTR 100 FT

32mm FP-32-PC-WT-SMTR 100 FT

38mm FP-38-PC-WT-SMTR 50 FT

50mm FP-50-PC-WT-SMTR 50 FT

Low Smoke zero Halogen 
coated Flexible conduit

(Imperial sizes available on order)

16mm FP-16-PC-H 100 FT 40

67

BA, BA-S, NPA, NPA-S

LTA20mm FP-20-PC-H 100 FT

25mm FP-25-PC-H 100 FT

32mm FP-32-PC-H 100 FT

38mm FP-38-PC-H 50 FT

50mm FP-50-PC-H 50 FT

Stainless Steel Flexible conduits

16mm FP-16-S-SMTR 100 FT 40

67

BA, BA-S, NPA, NPA-S, NPA-SS 

LTA20mm FP-20-S-SMTR 100 FT

25mm FP-25-S-SMTR 100 FT

32mm FP-32-S-SMTR 100 FT

38mm FP-38-S-SMTR 50 FT

50mm FP-50-S-SMTR 50 FT

5/8” FP-58-S 100 FT

3/4” FP-34-S 100 FT

1” FP-1-S 100 FT

1 1/4” FP-114-S 100 FT

1 1/2” FP-112-S 50 FT

2” FP-2-S 50 FT

nominal size of conduit (mm) maximum distance between supports

Horizontal run Vertical run

16mm and under 0.3m 0.5m

17mm - 25mm 0.4m 0.6m

26mm - 40mm 0.6m 0.8m

Over 40mm 0.8m 1.0m

FLeXIBLe conduIt SyStem And AdAPtorS - SeLectIon cHArt
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material :  Alloy
Finish :  Brass
IP rating :  IP40
code :  BA

material :  Alloy
Finish :  Nickel Plate
IP rating :  IP40
code :  NPA-S

material :  Alloy
Finish :  Brass
IP rating :  IP40
code :  BA-S

material :  Alloy
Finish :  Nickel Plate
IP rating :  IP40
code :  NPA-SS

material :  Alloy
Finish :  Nickel Plate
IP rating :  IP40
code :  NPA

material :  Steel / Alloy
Finish :  Galvanized
IP rating :  IP67
code :  LTA

deScrIPtIon
Item code

SIze PAcK Qty 
(PcS)c/w ret. screw w/o ret. screw

Flexible Adaptor
- C/W Retaining Screw
- W/O Retaining Screw

FA-16X16 FA-16X16-P 16mm x 16mm 1000

FA-16X34 FA-16X34-P 16mm x 3/4” 1000

FA-20X16 FA-20X16-P 20mm x 16mm 1000

FA-20X58 FA-20X58-P 20mm x 5/8” 1000

FA-20X20 FA-20X20-P 20mm x 20mm 1000

FA-20X25 FA-20X25-P 20mm x 25mm 800

FA-25X25 FA-25X25-P 25mm x 25mm 500

FA-25X1 FA-25X1-P 25mm x 1” 500

FA-32X32 FA-32X32-P 32mm x 32mm 500

FA-38X38 FA-38X38-P 38mm x 38mm 160

FA-50X50 FA-50X50-P 50mm x 50mm 150

nickel Plate Adaptor
- 2 Pcc Typs
- 3 Pcs Swivel Type

2 PC 3 PC SWIVEL

FA-16X16-T FA-16X16-T-S 16mm x 16mm 500

FA-16X34-T FA-16X34-T-S 16mm x 3/4” 500

FA-20X16-T FA-20X16-T-S 20mm x 16mm 500

FA-20X58-T FA-20X58-T-S 20mm x 5/8” 500

FA-20X20-T FA-20X20-T-S 20mm x 20mm 500

FA-20X25-T FA-20X25-T-S 20mm x 25mm 500

FA-25X25-T FA-25X25-T-S 25mm x 25mm 300

FA-25X1-T FA-25X1-T-S 25mm x 1” 300

FA-32X32-T FA-32X32-T-S 32mm x 32mm 200

FA-38X38-T FA-38X38-T-S 38mm x 38mm TBA

FA-50X50-T FA-50X50-T-S 50mm x 50mm TBA

nickel Plate Adaptor
- Smooth Entry

FA-16X16-SE 16mm x 16mm 500

FA-16X34-SE 16mm x 3/4” 500

FA-20X16-SE 20mm x 16mm 500

FA-20X58-SE 20mm x 5/8” 500

FA-20X20-SE 20mm x 20mm 500

FA-20X25-SE 20mm x 25mm 500

FA-25X25-SE 25mm x 25mm 300

FA-25X1-SE 25mm x 1” 300

FA-32X32-SE 32mm x 32mm 200

FA-38X38-SE 38mm x 38mm TBA

FA-50X50-SE 50mm x 50mm TBA

Liquid tight Adaptor

FA-16X16-WT 16mm x 16mm 500

FA-16X34-WT 16mm x 3/4” 500

FA-20X16-WT 20mm x 16mm 500

FA-20X58-WT 20mm x 5/8” 500

FA-20X20-WT 20mm x 20mm 500

FA-20X25-WT 20mm x 25mm 500

FA-25X25-WT 25mm x 25mm 300

FA-25X1-WT 20mm x 1” 300

FA-32X32-WT 32mm x 32mm 200

FA-38X38-WT 38mm x 38mm TBA

FA-50X50-WT 50mm x 50mm TBA

FLeXIBLe conduIt SyStem And AdAPtorS

FLeXIBLe AdAPtor WItH 
retAInInG ScreW

FLeXIBLe AdAPtor WItHout 
retAInInG ScreW

nIcKeL PLAted
AdAPtor

nIcKeL PLAte AdAPtor
SWIVeL tyPe (3 PcS)

nIcKeL PLAte AdAPtor
SmootH entry (2 PcS)

LIQuId tIGHt AdAPtor

note:  Nickel Plate available on order

note:  Nickel Plate available on order
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mecHAnIcAL SuPPort SyStem

SPAn (mm) 600 900 1200 1500 1800 2100 2400 2700 3000 3600 4200 4800 5400 6000

Max allowable 
uniform load (KN)

SS-4121-25 2.7 1.8 1.3 1.1 0.9 0.8 0.7 0.6 0.5 - - - - -

SS-4121-25BB 7.6 5.1 3.8 3.0 2.5 2.2 1.9 1.7 1.5 - - - - -

SS-4141-25 7.6 5.0 3.8 3.0 2.5 2.1 1.9 1.7 1.5 1.2 1.1 0.9 0.8 0.8

SS-4141-25BB 14.5 14.5 10.9 8.7 7.2 6.2 5.4 4.8 4.3 3.6 3.1 2.7 2.4 2.1

Deflection at 
uniform load (KN)

SS-4121-25 3 6 10 16 22 31 40 50 57 - - - - -

SS-4121-25BB 1 3 5 8 11 15 20 25 30 - - - - -

SS-4141-25 1 3 5 8 12 16 21 27 33 46 67 82 103 142

SS-4141-25BB 1 2 3 5 7 8 12 15 19 27 37 49 62 74

Uniform load at 
SPAN/200 

Deflection (KN)

SS-4121-25 2.7 1.5 0.8 0.5 0.4 0.3 0.2 0.2 0.1 - - - - -

SS-4121-25BB 7.6 5.1 3.8 2.6 1.8 1.4 1.0 0.8 0.7 - - - - -

SS-4141-25 7.6 7.6 4.2 2.7 1.9 1.4 1.1 0.8 0.7 0.5 0.4 0.3 0.2 0.2

SS-4141-25BB 14.5 14.5 10.9 8.7 7.2 6.2 5.3 4.2 3.4 2.4 1.7 1.3 1.1 0.9

unBrAced HeIGHt (mm) 600 900 1200 1500 1800 2100 2400 2700 3000

Max allowable 
lateral load (KN)

SS-4121-25 9.4 8.0 6.2 4.8 3.8 - - - -

SS-4121-25BB 18.3 17.0 15.4 13.7 10.0 - - - -

SS-4141-25 15.1 13.3 11.4 9.9 8.8 7.8 7.0 6.4 5.7

SS-4141-25BB 28.3 27.5 26.6 25.3 23.8 22.1 20.1 17.9 16.1

StAndArd SPecIFIcAtIon

material :  Hot-Rolled Low-Carbon Steel
thickness :  1.9mm - 2.5mm
Std Length :  3.0m / 5.8m / 6.0m (non-standard lengths available upon request
Std Finish :  Hot-Dipped Galvanized BS EN ISO 1461 / Pre-Galvanized BS EN 10147 - 1992 / Zinc Plated BS1706/BS3382 : PT2
other Finish :  Stainless Steel (304/316) / Hot-Dipped Galvanized + Epoxy Powder Coated

BeAm LoAdInG dAtA

coLumn LoAdInG dAtA

StAndArd Strut cHAnneLS

41x21
SS-4121-25

41x41
SS-4141-25

41x21 2pc combination
SS-4121-25BB

41x41 2pc combination
SS-4141-25BB

41x21 Slotted
SS-4121-25SL

41x41 Slotted
SS-4141-25SL
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SPrInG nutS BeAm cLAmPS BoLtS, nutS, And WASHerS

Item code SIzeS

metrIc (mm) ImPerIAL (in)

SSA-SN-M6 6 1/4"

SSA-SN-M8 8 5/16"

SSA-SN-M10 10 3/8"

SSA-SN-M12 12 1/2"

SIzeS

metrIc 
(mm)

ImPerIAL 
(in)

6 1/4"

8 5/16"

10 3/8"

12 1/2"

16 5/6"

20 3/4"

Spring Nuts are used in conjunction with 
SMARTr® C-Channels for quick and easy 
installations. No welding and drilling is 
required, fully adjustable and reusable.

Finish :  Steel-Zinc Plated

StAndArd SPecIFIcAtIon

Finish :  Steel-Zinc Plated
     Also available in HDG.

StAndArd SPecIFIcAtIon

Finish :  Steel-Zinc Plated
     Also available in HDG.
     Other finish available upon 
     request.

Long Spring nut
Use with 41x41 channel.

Beam Hanger
SSA-BC

Beam Hanger 
c/w Swivel Bracket
SSA-BC-SW

reg. Spring nut
Use with 41x41 channel.

Short Spring nut
Use with 41x21 channel.

channel nut w/o Spring

Wedge c-clamp
SSA-BC-WCC

tiger tooth clamp
SSA-BC-TTC

Hex Bolt
Length of thread: 
20, 25,30, 35, 40, 
50mm available.

Flat Washer

Hex nut

Lock Washer

Wedge nut
M4, M6, M8, M10, 
M12, 3/8"

truss Head 
machine Screw
SSA-ROOFING BOLT
Length of thread: 20, 25,30, 35, 
40, 50mm available.

tHreAded rodS tyPe oF tHreAdInG Item code SIzeS Std LenGtH

METRIC

SSA-ROD-M6 6mm

2m

SSA-ROD-M8 8mm

SSA-ROD-M10 10mm

SSA-ROD-M12 12mm

SSA-ROD-M16 16mm

SSA-ROD-M20 20mm

IMPERIAL

SSA-ROD-14 1/4"

6ft

SSA-ROD-516 5/16"

SSA-ROD-38 3/8"

SSA-ROD-12 1/2"

SSA-ROD-58 5/8"

SSA-ROD-34 3/4"

Item code SIzeS

metrIc 
(mm)

ImPerIAL 
(in)

SSA-LN-M6 6 1/4"

SSA-LN-M8 8 5/16"

SSA-LN-M10 10 3/8"

SSA-LN-M12 12 1/2"

SSA-LN-M16 16 5/6"

SSA-LN-M20 20 3/4"

Item code SIzeS

metrIc 
(mm)

ImPerIAL 
(in)

SSA-DIA-M6 6 1/4"

SSA-DIA-M8 8 5/16"

SSA-DIA-M10 10 3/8"

SSA-DIA-M12 12 1/2"

SSA-DIA-M16 16 5/6"

SSA-DIA-M20 20 3/4"

material :  Low-Carbon Steel
Finish :  Threaded Rods are supplied with standard Zinc-Plated Electro- 
     Galvanized finish. Stainless Steel of grade 304 and Hot-Dipped 
     Galvanized finish are also available upon request
range :  Standard sizes are available in both metric and imperial threads up to 
     20mm and 3/4". Larger sizes are available upon special order.
Length :  Standard 2 metres for all metric rods. 
     Standard 6 foot lengths for imperial rods. 
     Other lengths also available.

thread rod coupler drop in Anchor

FIttInGS And AcceSSorIeS For tHreAded rodS

material :  Low-Carbon Steel
Finish :  Electro Galvanized

material :  Low-Carbon Steel
Finish :  Electro Galvanized

mecHAnIcAL SuPPort SyStem
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eLectrIcAL metALLIc tuBInG (e.m.t.) conduIt & FIttInGS

SIze (in) dImenSIonS (mm) WeIGHt 
(kg) 

per 100A B

1/2" 38.85 21.35 3.2

3/4" 45.25 27.00 4.80

1" 50.40 32.90 6.40

1 1/4" 63.20 44.00 17.00

1 1/2" 72.70 49.05 17.60

2” 85.35 61.60 30.50

SIze (in) dImenSIonS (mm) WeIGHt (kg)
per 100

WeIGHt (kg)
per 100*

A B c d

1/2" 51.00 40.80 15.90 4.65 10.00 7.50

3/4" 57.75 47.00 16.00 4.65 12.00 10.00

1" 66.00 56.00 18.75 4.75 16.00 14.00

1 1/4" 84.70 74.40 18.75 4.60 20.00 18.20

1 1/2" 99.15 85.85 18.95 4.65 21.00 19.50

2” 106.70 88.25 18.50 4.80 31.00 27.90

nomInAL trAde
SIze (in)

dImenSIonS (mm) WeIGHt (kg)
per pc

outSIde
dIAmeter

WALL
tHIcKneSS

mIn. 
rAdIuS (r)

mIn. StrAIGHt 
LenGtH (Ln)

1/2" 17.93 1.07 103.97 68.34 0.13

3/4" 23.42 1.25 126.71 50.48 0.19

1" 29.54 1.45 159.77 62.02 0.38

1 1/4" 38.35 1.65 204.18 52.14 0.64

1 1/2" 44.20 1.65 232.10 67.71 0.88

2” 55.80 1.65 267.90 89.59 1.30

SIze outSIde 
dIAmeter

InSIde 
dIAmeter

WALL 
tHIcKneSS

LenGtH WeIGHt

inches mm inches mm inches mm inches mm inches mm

1/2" 0.706 17.93 0.522 15.80 0.042 1.067 10 3048 0.285 0.424

3/4" 0.922 23.42 0.824 20.93 0.049 1.245 10 3048 0.435 0.647

1" 1.163 29.54 1.049 26.64 0.057 1.448 10 3048 0.640 0.952

1-1/4" 1.510 38.35 1.380 35.05 0.065 1.651 10 3048 0.950 1.414

1-1/2" 1.740 44.20 1.610 40.89 0.065 1.651 10 3048 1.100 1.637

2" 2.197 55.80 2.067 52.50 0.065 1.651 10 3048 1.400 2.083

2-1/2" 2.875 73.03 2.731 69.37 0.072 1.83 10 3048 2.052 3.052

3" 3.500 88.90 3.356 85.24 0.072 1.83 10 3048 2.499 3.716

3-1/2" 4.000 101.60 3.834 97.38 0.083 2.11 10 3048 3.316 4.931

4" 4.500 114.30 4.334 110.08 0.083 2.11 10 3048 3.734 5.554

APPLIcAtIon toLerAnceS oF emt conduItS:

outside diameter :  ± 0.005in (0.13mm)
Wall thickness :  + 5-10%
Length  :  ± 0.25in (6.4mm)
Standard  :  UL979-2000, CSA C22.2, ANSI C80.3-2005 (where applicable)
Available finishes :  Pre-Galvanized or Zinc coated Hot dipped galvanized.

note: The wall thickness shall not vary more than 0.003in (0.08mm) 
throughout a 10ft length.

FeAtureS oF SmArtr® emt conduIt:

• EMT conduits are sometimes called thin wall conduits.
• Unthreaded, making it easy to coupler and for a faster installation.
• Light and easy to carry and handle.
• Superior quality finish and good standard export packing.

note: Details of coupling sizes 2 1/2" ~ 4" are available upon request.

note: Details of strap sizes 2 1/2" ~ 4" are available upon request.

2SE: TWO HOLE

1SE: ONE HOLE

material :  Hot-Rolled Steel Strip  
Finish :  Galvanized (Hot-dipped 
     Galvanized available on request)

material :  Steel   Finish :  Zinc Electrogalvanized

note: Details of fittings sizes 2 1/2" ~ 4" are available upon request.

American Standard Electrical Metallic Tubing

material :  Steel
Finish :  Zinc Electrogalvanized

e.m.t. conduIt couPLInGS

e.m.t. eLBoWS 90

StrAP e.m.t.
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